
1574 WELDING & 
METALWORKING

METAL WORKING FLUIDS & EQUIPMENT

3/4" SYSTEM - 3/4" INSIDE DIAMETER

1/2" SYSTEM - 1/2" INSIDE DIAMETER (CONT'D)

Model No. Mfg. No. Description Price/Each

  1/2" Flat 5 hole nozzle 
AC410 51842 Pack of 4    
AC391 59892 Pack of 20     
  • 0.125 Hole diameter 
  1/2" Flat 7 hole nozzle 
AC411 51843 Pack of 4    
AC392 59893 Pack of 20     
  • 0.080 Hole diameter 
AC412 51844 1/2" Flat nozzle assortment    
  Includes one each of: 
  Flat slot 80 nozzle 
  Flat slot 125 nozzle 
  Flat 5 hole nozzle 
  Flat 7 hole nozzle 

Model No. Mfg. No. Description Price/Each

   1/2" Fixed mount 
AC426 51895 Pack of 2    
AC383 59896 Pack of 20     
   • Mounts with 1/4" bolt, not included 
   1/2" Magnetic base 
AC403 51846 Pack of 1     
   • 60 # holding force 

Model No. Mfg. No. Description Price/Each

AA232 60513 3/4" Hose kit    
  14" length with fittings 
  2 - segments, 5 3/4" long 
  5/8" and 3/4" nozzles 
  3/4" male NPT connector 
  3/4" Segment Pack 
AA397 61501 2 - segments, 5 3/4" long    
AA398 69540 Bulk 25 ft., 54 Segments    
AA399 69541 3/4" 50 foot Coil    
  5/8" Round nozzle 
AA400 61503 Pack of 4    
AA401 69543 Pack of 50    
  3/4" Round nozzle 
AA402 61502 Pack of 4    
AA403 69542 Pack of 50    
  3" Flare nozzle 
AA404 61507 Pack of 2    
AA405 69547 Pack of 20    
  3/4" NPT connector 
AA406 61505 Pack of 4    
AA407 69545 Pack of 50    

Model No. Mfg. No. Description Price/Each

  3/4" BSPT* connector 
AA408 61509 Pack of 4    
AA409 69549 Pack of 50     
  * British Standard Pipe Thread 
  3/4" Y fitting 
AA410 61511 Pack of 2    
AA411 69551 Pack of 20    
  3/4" to 1/2" Y reducer 
AA412 61512 Pack of 2    
AA413 69552 Pack of 20    
  3/4" to 1/2" adapter 
AA414 61508 Pack of 2    
AA415 69548 Pack of 20    
  3/4" Double socket 
AA416 61514 Pack of 4    
AA417 69554 Pack of 20    
  3/4" Hose assembly pliers 
AC400 78004 Pack of 1    

Shields & Modular Manifolds Kits - Also Available

Model No. Mfg. No. Description Price/Each

  Vacuum segment packs 
AC401 81201 9 elements 2.5" I.D.    
AC399 81301AS Anti-static, 9 elements      
  (1 foot segment) 
AC393 81202 18 elements 2.5" I.D.    
AC388 81302AS Anti-static, 18 elements     
  (2 - one foot segments) 
AC370 89220 180 elements 2.5" I.D.    
AC369 89320AS Anti-static, 180 elements      
  (20 - one foot segments) 
  4.5" Round nozzle 
AC422 81203 Pack of 1    
AC419 81303AS Anti-static, pack of 1    
AC378 89223 Pack of 10    
AC375 89223AS Anti-static, pack of 10    
  6" x 3.5 Rectangular nozzle 
AC423 81204 Pack of 1    
AC420 81304AS Anti-static, pack of 1    
AC379 89224 Pack of 10    
AC376 89324AS Anti-static, pack of 10    

Model No. Mfg. No. Description Price/Each

  Tapered oval nozzle 
AC424 81205 Pack of 1    
AC421 81305AS Anti-static, pack of 1    
AC380 89225 Pack of 10    
AC377 89325AS Anti-static, pack of 10    
  3" PCV adapter 
AC425 81206 Pack of 1    
AC384 89226 Pack of 10     
  * Not available in "anti-static" 
  3" Sheet metal duct adapter 
AC428 81207 Pack of 1    
AC427 81307AS Anti-static, pack of 1    
AC385 89227 Pack of 10    
AC382 89327AS Anti-static, pack of 10    
  2.5" Slide valve 
AC404 81208 Pack of 1    
AC402 81308AS Anti-static, pack of 1    
AC372 89228 Pack of 10    
AC371 89328AS Anti-static, pack of 10    
  Shop vacuum hose adapter   
  with mounting tab 
AC429 81209 Pack of 1    
AC386 89229 Pack of 10    
  Shop vacuum adapter 
AC430 81210 Pack of 1    
AC387 89230 Pack of 10    

Shields & Modular Manifolds Kits - Also Available

VACUUM HOSES
The Loc-Line® 2 1/2" Vacuum hose is designed to be added to an existing 
central vacuum system to extract smoke, dust, fumes and particles at the 
source . It is easy to position within a work area and can be mounted to 3" thin 
walled PVC drain pipe, 3" sheet metal duct, or a portable shop vacuum .

*1/2" VALVE SPECIFICATIONS:
• Full 1/2" inside diameter
• Maximum working pressures:
 1/2" hose: 20 PSI
 1/2" In-line valve: 20 PSI
 1/2" Male and female 

    NPT valves: 100 PSI

• Body and stern material:  
Acetal Copolymer 
Stern seal: Nitrile (Buna-N)

• 1/4 turn shut off 
(1/2" hose limits most  
applications to 20 PSI)


